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disjoint sets of worlds. Nonetheless, the definition of the
CCP. can surely be conceived in a way such that the two

entities in question are not always disjoint. So if we
imagine a world at which there is a pear tree that holds

some CCPs, we could conceptualize the CCP. as something
that is at some point surrounded by some pears. The CCP.

is not at this world only, but at this world, alongside the
rest of the pear tree, its close surroundings and all those to
which it is adjacent. Or imagine a circular relation of some
sort, so that to any world that is connected to the CCP. we
can always add an extra world, which we call its successive
successor, and so on. Now the CCP. is not at each of these
successive successors, but at the interval between them

and the successor closest to the CCP. It is hard to imagine
what would happen if such a relation did not exist. Yet, if
we start from the perspective of a specific world, there is

no reason to assume that the CCP. is only there or that it is
only at its immediate successor. In a way, we may be

forced to imagine that the CCP. is at every world, perhaps
by merging them into a single world, but the formalisation
we get out of this approach is surely a rather bizarre one. I
think that the uncertainty about what the CCP. is at leads
to the same type of confusion as we found in the case of

structure, namely, the question of where the CCP. is
located in a substance if one takes substances to be things
that exist only at a particular time. If the CCP. is a part of a
thing, say a pear tree, then it might be located at each of
its parts. Nonetheless, if we do want to formalise the CCP.
as a part of the pear tree, we need to be careful to avoid
assuming that the CCP. is as well at every part, so that in

each part, the CCP. is a part of each part (even if it is not at
that part but at the interval between the part d0c515b9f4
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increases the cost of manufacturing the system. In U.S. Pat. No. 3,829,944 to Heys et
al., a synthetic sinusoid is generated and its output subtracted from the input signal to
derive the phase information. However, it is necessary to subtract large signals for a
single sample. Other techniques are disclosed in the journal article "Spectral Analysis

of Phase-Comparison Waveforms", IEEE Transactions on Circuits and Systems, Vol.
CAS-22, No. 5, pp. 329-336, May, 1975. That article points out the requirements of a

phase measuring system must consider the accuracy with which signals can be
synthesized. One system using a line-scan opto-electronic detector is shown and

explained in U.S. Pat. No. 4,005,407 to Wilhelmsson, which discusses the main aspects
of signal processing required by such a system. A number of analog-to-digital

converters for phase measurement are described in the journal article "Synthetic Pulse
Techniques for High Accuracy Frequency Measurement", Proceedings of the IEEE, Vol.
61, pp. 870-883, February, 1973. Generally, these systems have the disadvantage of

requiring a high-resolution analog-to-digital converter. Typically, these converters
would require a large number of elements such as resistors or capacitors. Thus, while a

large number of techniques have been proposed for synthesizing a signal for phase
measurement, such systems are generally cumbersome, inconvenient to manufacture

or too expensive for many applications.This invention relates generally to and more
specifically to load cells used in machine load measurements. Load cells are typically

applied to machine load measurement applications where the load weight is measured.
For example, load cells are often used to measure loads associated with machinery and
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